\L,S

J P i 3 FEL TR PR

Http://www.gzjsdzkj.cn

RoHS
Compliant

@ GENERAL SPECIFICATIONS (H58%0 -

1. Holder type: (3 SMD7015B
.Normal Frequency: (JRZEJLHD) 32. 768KHZ
.Load Capacitance(CL): (fiZZHEZ) 7PF/9PF/12. 5PF
.Frequency Tolerance 25+3°C: (Ji%{mz 25+3°C) + 10PPM~ % 20PPM

.Parabolic curvature constant (BUZRiEE 2%

-0. 03ppm / (A°C) Maximum

1. 3PF Typical, 2pF Maximum

.Motional Capacitance (C1) : (BI&HE)

imum 7.5fF Typical
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6. Shunt Capacitance(C0): (EFASHLZ)
7
8
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. Typical drive level: CEihTh®) 1uW  TYP.
.Operation Temperature Range: ( TAEM.E) -40°C ~ +85C
10. Stability Over Temperature Range: C(J&JE#iZ) =+ 10PPM~ £ 30PPM

11. Insulation Resistance: (Z&ZBH$T)

=500 MQ at DC 100V

12. Aging: (FHE)

+3 PPM/Year

13.Q - factor: (Q1H)

60000 Maximum

14. Storage Temperature: (fEfEIRJE)

-55°C ~ +125C

@Equivalent Series Resistance and Mode of Operation (ZBFHIAIBEHEAED

Frequency Range #RJEE | ESR ZAXBHHT / /
32. 768KHz <65KQ / /
/ / / /

@ DIMENSIONS SPECIFICATIONS (JMERSH

@ Reflow Condition([B] i 18 &)

Unit:mm
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