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超六类屏蔽线缆(A)

FL-6A2BHI-XX,shielded Cat.6A cable (XX:jacket colour)-------------------------------P2.05.03

超六类屏蔽跳线(B/C/D/E)

FL-6ASL08-XX,shielded Cat.6A patch cord (XX:length)--------------------------------P2.05.05

超六类屏蔽模块(CP/TO)

FL-6AKS,shielded Cat.6A keystone (consolidation point,wall outlet)------------------------P2.05.04

屏蔽配线架(C2/C1)

FL-6AKS/24PSB/24APSB,shielded Cat.6A keystone (patch panel,corss-connect) 

                                                                                         ------------------------ P2.05.04/P2.09.01/P2.09.02
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Generic cabling standards-Class EA Channel requirements

ISO/IEC 11801-1:2017(Ed. 1.0) / ISO/IEC 11801-2:2017(Ed. 1.0)

EN 50173-1:2018 / EN 50173-2:2018

ANSI/TIA-568.2-D:2018

ETL verified to category 6A transmission characteristics requirements:

ISO/IEC 11801 Category 6A

ANSI/TIA-568.2-D

超六类屏蔽通过FORCE-4点信道测试认证(原Delta)

超六类屏蔽通过ETL单体线缆测试认证
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