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Fiber type Color
OM1/OM2 Multi mode Fiber Orange
OM3/OM4 Multi mode Fiber Aqua

OM5 Multi mode Fiber Lime Green
Single mode Fiber Yellow

光缆结构尺寸
Items Descriptions

Fiber count 2 4 6 8 12 24 30 36 48 60 72

Tight buffered material PVC / LSZH

Tight buffer fiber diameter 900±50 m

Tight bufferfiber color Table 1 （Identifecation）

Tight buffer fiber per subunit - 6 12

Subunit jacket material - LSZH

Subunit color code The units habe sequential numbering printed on the surface for identification

Subunit jacket diameter(±.3mm) - 4 5

Subunit count - 5 6 4 5 6 8

Central strength member - FRP

Wrap tape - Nonwovens tape

Strength member Aramid yarn

Outer jacket material PVC / LSZH

Outer jacker thickness(mm) 0.6 0.7 0.8 1.0 1.1

Cable diameter(±.3mm) 4.0 4.8 5.1 5.6 6.2 8.1 13.5 14.5 14.8 16.1 17.5 20.7 

Cable weight(kg/km)
Appro. 
11.3

Appro. 
21.6

Appro. 
25.5

Appro. 
31.4

Appro. 
40.3

Appro. 
57

Appro. 
152

Appro. 
180

Appro. 
170

Appro. 
207

Appro. 
254

Appro. 
366

96

μ

Position

 No.
Color

Position

 No.
Color

1 White 13 White with black rings
2 14
3 Orange 15 Orange with black rings
4 16
5 Brown 17 Brown with black rings
6 18
7 Red 19 Red with black rings
8 20
9 Yellow 21 Yellow with black rings
10 22
11 Pink 23 Pink with black rings
12 Aqua 24 Aqua with black rings

Blue Blue with black rings

Green Green with black rings

Slate Slate with black rings

Black Black with black rings

Violet Violet with black rings

产品优势

2~96 芯多套管

紧护套光纤直径：900μm

光缆直径：4.0~20.7mm

光缆重量：16~366kg/km

弯曲半径(IEC 60794-1-2-E11)：

20 x 光缆直径(安装时)

10 x 光缆直径(操作时)

抗张强度(IEC 60794-1-2-E1)：

02～12C:130N(操作时) 与440N(安装时)

14～24C:200N(操作时) 与660N(安装时)

30～96C:400N(操作时) 与1320N(安装时)

抗压强度(IEC 60794-1-2-E3)：1000N/100mm

撞击力(IEC 60794-1-2-E4)：10Nm

扭力(IEC 60794-1-2-E7)：5 cycles ± 1 turn

阻燃聚乙烯(PVC): UL OFN、OFNR or OFNP 

阻燃低烟无卤(LSOH):

IEC 60332-1-2、IEC 60754-2

IEC 61034-1、IEC 61034-2

适用温度(IEC 60794-1-2-F1)：

-20~ +60℃(库存时)

-20~ +60℃(操作时)

产品结构特性

紧护套光纤

芳纶纤维

聚乙烯或

低烟无卤外皮

紧护套色码排列方式

光缆外皮颜色区别 

- FastLinkcabsys单束型(Single-unit)室内非金属型光缆使用900μm阻燃套式

    (Tight buffer)光纤作为传输介质，外被覆为聚氯乙烯(PVC)或低烟无卤(LSOH)、

    外覆内填充Aramid Yarn提供光缆更好的保护及耐拉力；光纤最大芯数至96芯。

- FastLinkcabsys 单束室内光缆整体结构无金属材质、容易剥除外被覆，并符合  

    RoHS 2011/65/EU环保规范标准。

- 光纤测试标准依据：IEC 60793-1-XX:2002及EN 60793-1-XX:2002。

FastLink Cabling System


