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产品优势

- FastLinkcabsys工业以太网布线，符合IP浸入防护可达IP67等级。

- IP44 等级是可防止来自四面八方的泼水浸入。

   - IP67 等级是可泡在1米水深维持30分钟不让液体浸入。

订购讯息

产品型号                     描述                           包装   

FL-IP6KSJ                     IP67 rated Cat.6 shield keystone jack                                         1pc/pk

FL-IP5KSJ                     IP67 rated Cat.5e shield keystone jack                                       1pc/pk

FL-IPSGFP01               IP44 rated stainless steel face plate, single gang, 1port           1pc/pk           

FL-IPSGFP02               IP44 rated stainless steel face plate, single gang, 2ports         1pc/pk     

FL-IPSMB                      IP67 rated  surface mount box                                                     1pc/pk

FL-IP6PC-02-W          IP67 rated Cat.6 shield patch cord, 2m                                       1pc/pk

FL-IP6PC-03-W          IP67 rated Cat.6 shield patch cord, 3m                                       1pc/pk

FL-IP6PC1K-03-W     RJ45 to IP67 rated Cat.6 shield patch cord, 3m                        1pc/pk

FL-IP5PC-02-W          IP67 rated Cat.5e shield patch cord, 2m                                     1pc/pk

FL-IP5PC-03-W          IP67 rated Cat.5e shield patch cord, 3m                                     1pc/pk

FL-IP5PC1K-03-W     RJ45 to IP67 rated Cat.5e shield patch cord, 3m                       1pc/pk

FL-IPPCKIT                   IP67 rated patch cord assembly kit                                              1pc/pk

                           

物理特性
Operating temperature range : -10 °C to 60 °C.
Storage temperature range : -40 °C to 68 °C.

Humidity : 10%~90%RH.

电气特性
Insulation resistance : 500 MΩ.
Dielectric withstanding voltage : 1000 V AC.
DC current rating : 1.5 Amps.
DC resistance : 0.1Ω.
Contact resistance : 20mΩ.

IP67 等级 IP44 等级

 IP67 rated  surface 
mount box

IP44 rated face plate

 *. 不含Nylon IP67 Cable Gland 

     M16 & M20 电缆进线密封件，

     需额外自行配置。


