
Pre terminated MPO Conversion Cord

           Product model                                                      Description                                                      Packing

FL-PCMB164-2X082G-M015             OM3 MPO-16/APC(female) to 2*MPO-8/PC(female)                       1pc/pk 
                                                                   key up to key up Conversion cord (Type B) LSFRZH  15m

Sheath Color

YL  Yellow (OS2)

OR Orange (OM2)

AQ  Aqua
        (OM3/OM4) default

EV  Erika Violet
        (OM4) another option

LG  Lime Green (OM5)
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Coding rules of Pre terminated Conversion Cord

Fiber Type

M    MaxCap 300

       OM3 50/125μm

C    MaxCap 550

       OM4 50/125μm

T     TeraCap 9/125μm

       OS2 / G.657-A1

S    TeraSafe 9/125μm

       ITU-T G.657-A2 

Connector Count

2    MPO x 2

3    MPO x 3

Jacket Type

E      OFNR

F      OFNR + end B
         pulling eye

G      LSFRZH 

H      LSFRZH + end B
         pulling eye

X       OFNP

Y       OFNP + end B
          pulling eye

Unit of Measure

F        Feet

M       Meters

Length

001-XXX       

Polarity

A   key up to key down

B   key up to key up

notes：
FL default：Type-B

Cable Type

C     Conversion cord

        (round cable)

Termination End B

1       MPO/PC MM-male

2       MPO/PC MM-female

3       MPO/APC MM-male

4       MPO/APC MM-female

5       MPO/APC SM-male

6       MPO/APC SM-female

Connector A type

16    16C Connector

24    24C Connector

Connector B type

08    08C Connector

12    12C Connector

Termination End A

1       MPO/PC MM-male

2       MPO/PC MM-female

3       MPO/APC MM-male

4       MPO/APC MM-female

5       MPO/APC SM-male

6       MPO/APC SM-female

MPO Conversion Cord is designed to provide a more flexible multi�fiber cabling system based 
on MPO products. Unlike MPO harness cable, MPO Conversion Cord are terminated with MPO 
connectors on both ends, can provide more possibilities for the existing 16/24 fiber cabling system.

Standards Compliance

· IEC61754-7
· TIA 605-4 (FOCIS-5)
· RoHS

Features

· MPO Connector
· OS2, OM3, OM4 available
· 0.35dB elite low loss connector
· Cable Jacket: OFNR or LSFRZH
· Factory terminated and tested

Order Information


