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YUSEN TECHNOLOGY
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M#g Specification

SHEEEO External 1/0

ghimee 6th/7th Generation Intel® Core™/Pentium®/Celeron® R

) O 3 x Intel® [211AT PCle /1 x Intel® 1219LM PCle
LGA 1151 Socket Processors with TDP up to 95W

Four 288-pin DIMM up to 64GB Dual Channel DDR4  g— VGA + HDMI
i 2133/2400 MHz -
SEE Intel ®Q170 Chipset =l | 1 x RS-232/422/485 (RS-232 w/ power) (DB-9)
=hE 5 x SATA 3.0 (up to 6Gb/s) RAID 0/1/5/10 UsB 4x USB2.0/4 x USB3.0
BERR Windows 7/8/10/11 Linux ] 1 x Power Button/1 x Reset Button

m'm Mechanical $EIT 1 x Power LED/1 x HDD LED

50 SGCC AEENO Internal 1/0
R 427mm x 178mm x 455mm (W x H x D) ¥EEO 2 x PCle x16 /2 x PCle x4 /1 x M.2 2260/2280 M key
BE A117KG USB 2 x USB 3.0/2 x USB 2.0
2edE = BEfER =0 1 x RS-232/422/485 (RS-232 w/ power) (2.54mm pitch), 4 x RS-
232 (2.54mm pitch)
IA15 Environmental
BERE 0-60°C
EEEE -20-70°C
B 0%-90%3EFEIR
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