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HR®4%S: Catalog No.M:1000V L:660V K:600V

f & RIS 22 B (BT EY) (s

000V/660V/600V

| 330 %5/ -
Testing Standard:
UL248-1 UL248-14

& 7E 53 BT RE A -
Interrupting Rating:

10K Amperes at 600V DC (0.1-40A)
10K Amperes at 1000V DC (0.1-3.15A)
10K Amperes at 660V AC/DC (0.1-40A)

TERE:
Operating Temperature:
-55°C ~+125°C

M El

Materials:

End cap:nickel plated brass
Ceramic tube:ceramic

Lead wire:tinned copper wire

Inner cap:silver plating

RRER &
Soldering Method:
Wave soldering: 260°C, 10s max

Manual soldering: 350°C, 5s max

4 hours Min (X F4/\gt)
120s Max(Z/NF120%))
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oHVO0100M/L/K

6HVO0200M/L/K
oHV0250M/L/K
oHV0400M/L/K
oHVO500M/L/K
6HVO0600M/L/K
6HVO600M/L/K
oHV1100M/L/K
oHV1125M/L/K
oHV1160M/L/K

oHV1200M/L/K
oHV1250M/L/K

o6HV1315M/L/K

6HV1400M/L/K
oHV1500M/L/K
oHV1600M/L/K
oHV1800M/L/K
oHV2100M/L/K
oHV2120M/L/K
oHV2160M/L/K
oHV2200M/L/K
oHV2250M/L/K
oHV2300M/L/K
oHV2350M/L/K
oHV2400M/L/K
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Ampere Voltage

Rating Rating
100mA 1000V/660V/600V
200mA 1000V/660V/600V
250mA 1000V/660V/600V
400mA 1000V/660V/600V
500mA 1000V/660V/600V
600mA 1000V/660V/600V
S00mA 1000V/660V/600V
1A 1000V/660V/600V
1.25A 1000V/660V/600V
1.6A 1000V/660V/600V
2A 1000V/660V/600V
2.5A 1000V/660V/600V
3.15A 1000V/660V/600V
4A 1000V/660V/600V
5A 1000V/660V/600V
6A 1000V/660V/600V
8A 1000V/660V/600V
10A 1000V/660V/600V
12A 1000V/660V/600V
16A 1000V/660V/600V
20A 1000V/660V/600V
25A 1000V/660V/600V
30A 1000V/660V/600V
35A 1000V/660V/600V
40A 1000V/660V/600V
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